
ATTENTION: The product must be used with suitable operating equipment and in accordance with 
the specified data.

OPERATING CONDITIONS:

Pinch temperature (°C) : - - 380
Reflector rim temperature (°C) : - - 240
Burning position : any

LAMP LIFE :

Average life (50% failure rate)(h) : 4000

DATA SHEET

ELECTRICAL DATA: NOMINAL VALUE MIN. MAX.

Lamp rated wattage (W) : 35 - 37.8
Lamp operating voltage (V) : 12 - -

APPLICATION: For further lamp data refer to EN 60 357, most recent edition.

DIMENSIONS (mm)

Coil : axial
Lens : clear, flat
Reflector : dichroic
Cap : GU 5.3 (IEC 61-1 sheet 7004-109)
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HAVELLS-SYLVANIA reserves the right to change data and specifications without notice.
Data for guidance only.

DICHROIC MR16 XECO                                12V  35W
                                                                                                = 50W Equiv.

PHOTOMETRIC DATA:

TYPE DESCRIPTION BEAM ANGLE LUMINOUS INTENSITY ILCOS CODE

(degrees) (Cd)

SPOT 8° 8000 HRGI-35-12-GU5.3-51/8

Flood 20° 2500 HRGI-35-12-GU5.3-51/20

WIDE FLOOD 38° 1400 HRGI-35-12-GU5.3-51/38

VERY WIDE FLOOD 60° 800 HRGI-35-12-GU5.3-51/60

Nominal useful luminous flux 90° cone (Lm) : 540

Luminous flux-total (Lm) : 600

Colour temperature (K) : 3000

Colour rendering index : 100Ra8

Number of switching cycles : min 20000

Lumen maintenance @ 75% nominal lifetime : � 80%

P eff. radiant UV (mW/m2.klx) : 0.07

Weighted energy consumption (kwh/1000h) : 37.10

EEI : 0.79

EEL : B

Warm up time to 60% : Instant full light
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38°

1 m
2 m

3 m
4 m

1400 lx
350 lx

156 lx

88 lx

ø 689 mm

ø 1377 mm

ø 2066 mm

ø 2755 mm

1 m
2 m

3 m
4 m

8000 lx

2000 lx

889 lx

500 lx

ø 420 mm

ø 559 mm

8°

1 m
2 m

3 m

4 m

800 lx

200 lx

89 lx

50 lx
ø 1155 mm

ø 2309 mm

ø 3464 mm

ø 4619 mm

60°

1 m
2 m

3 m
4 m

8000 lx

2000 lx

889 lx

500 lx ø 280 mm

ø 559 mm

8°

20°

1 m
2 m

3 m
4 m

2500 lx

625 lx

278 lx

156lx

ø 353mm

ø 705 mm

ø 1058 mm

ø1411 mm

ø 140 mm


